
Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

12/15/2025

Product name Fibre blowing machine V2 cable 2.4-16mm duct 7-50mm 550N

Product code 8810181

Product type V2NE

GTIN 7070701371184

ETIM-Class EC002862

Measurements
Length 830 mm

Height 360 mm

Width 420 mm

Weight 10 500 g

Technical Specifications - Blowing Machines
Type V2

Operation Pneumatic

Max speed 200 m/min

Max pressure 16 Bar

Max pushing force 550 N

Cable diameter 2.4-16 mm

Duct diameter 7-50 mm

Air connection 3⁄4” Klo

Electronic counter for speed and distance Yes

Duct air quick release valve Yes

Forward and reverse function Yes

Transport case Yes

Prepared for Jettlogger No

Option Floating kit Yes

Option afterblower Yes
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