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Produktnavn
Trommelbukk sammenleggbar til tromler max 1200mm
og 150kg

El nummer 8810298

Produkttype 18000

GTIN 7070701372723

ETIM-klasse EC001198

PRODUKTBESKRIVELSE

DESCRIPTION
To be mounted on the cable reel for smoother fibre feed from the reel

TECHNICAL DATA
To be mounted on the cable reel for smoother fibre feed from the reel, and for better ergonomics.

Max 1200 mm / 150 kg.

Transport size:

L120 x B70 x H10

Weight 10kg

Collapsible for smoother transport.

Dimensjoner
Lengde 1 050 mm

Høyde 150 mm

Bredde 650 mm

Vekt 6 000 g



Datablad/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

09.05.2024

Teknisk spesifikasjon - Trommelløfter
Maks trommeldiameter 1 200 mm

Vektkapasitet 150 kg


