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Product name Universal connector blue 2xAl/Cu 1,5-50mm²

Product code 1221541

Product type MB 2X1,5-50 MM²

GTIN 7070701194141

ETIM-Class EC000275

Measurements
Length 49 mm

Height 43 mm

Width 30 mm

Weight 51 g

Technical Specification
Dimensions (LxWxH) 47,6 x 30 x 42,3 mm

Halogen Free Yes

Standard en 61238-1 ; en 60947-7-1 ; ul1059.

Tool sw 5

Stripping Length 15 mm

Nominal Current Cu 320 A

Nominal Current Al 290 A

Nominal Voltage 1000 V

Max Cross Section 1,5-50 mm²

Tightening Torque 1.5-2.5 mm² 1,5 Nm

Tightening Torque 4-10 mm² 5 Nm

Tightening Torque 16-50 mm² 10 Nm

Max Operating Temperature 80 °C

IP Classification 20

Colour Blå

Material pa66



Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

02/14/2026

Mounting / Connection din skinne

Sustainability
product.sustainability-label.epd Yes


