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Product name Volt tester with Current measurement 200A

Product code 8006118

GTIN 7070701366647

ETIM-Class EC000494

Measurements
Length 285 mm

Height 51 mm

Width 82 mm

Weight 300 g

Technical Specifications - Voltage tester
Type of test 2-pole

Voltage measuring range 1 – 1,000 V

Length 285 mm

Blade length 190 mm

Blade width 48 mm

Load switchable No

Indication of direction of field rotation Yes

Continuity test Yes

Continuity indication Optical/acoustic

Resistance measuring range 1 – 100 kΩ

Single pole phase indication Yes

Contactless voltage detection No

Data hold Yes

Background lighting LC-indication Yes

Probe tip protection Yes

Measuring point lightning Yes



Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

11/01/2025

Usable at precipitation Yes

Current supply Battery

Measuring circuit category CAT IV


