
Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

08/04/2025

Product name Amp. meter True RMS AC/DC

Product code 8006123

GTIN 7070701366692

ETIM-Class EC000380

Measurements

Length 175 mm

Height 33 mm

Width 60 mm

Weight 170 g

Technical Specifications - Clamp measuring instrument

Indication Digital

Analogue bar graph display No

Multiple display No

With display backlight Yes

Measured value memory Yes

Measuring range selection Manual

Current measuring range, DC 1 – 100 A

Current measuring range, AC 1 – 100 A

Type of current AC/DC

True RMS measurement Yes

Voltage measurement, AC Yes

Voltage measurement, DC Yes

Resistance measuring range Yes

Temperature measurement No

Capacitance measurement Yes

Frequency measurement No
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Power measuring No

Leakage current measuring No

Harmonics measurement No

Measurement in cables with for- and back conductor No

Jaw opening 17 mm

Version as adaptor to connect to multi meter No

Interface No

Measuring circuit category CAT II

Max. voltage measuring circuit category 600 V

Continuity test Yes

Degree of protection (IP) IP20


