Data sheet/FDV

Product name Battery crimping tool 18V C-head
Product code 8802078

Product type VBTI13-C

GTIN 7070701380810

ETIM-Class EC000168

Measurements

Length
Height
Width

Weight

75 mm
285 mm
430 mm

67009

Technical Specifications - Batteries

Brand

Voltage
Capacity

Type
Rechargeable
Charging Time

Connections

Technical Specifications - Crimp tool cable lugs, cable end sleeves,

screen connection

Suitable for
Compression shape
Cross section

Length

Bosch
18V

4 Ah
Li-lon
Yes

30 min

Bosch

Cable lugs and connectors
Round compression
35-300 mm?

430 mm
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Data sheet/FDV

With locking device (for mechanical tools) No
Construction/operation Accumulator-hydraulic
Inserts exchangeable Yes

Number of included inserts 0

With automatic return Yes

Cycle time 7s

Compression force 124,6 kN

Suitable for aluminium No

Degree of protection (IP) P54

Mechanical Characteristics - Crimp tool cable lugs, cable end sleeves,
screen connection

Cu cable lugs/cable end sleeves max 300 mm?

<p>C-press max</p> 185 mm?2

Technical Specifications - Tool box/case

Model
Material

Material quality

Case
Plastic

Polyvinyl chloride (PVC)

Rollable No
With telescopic handle No
With lock No
With foam Yes
With divider Yes
Padlock shackle No
Removable tray No
Total number of compartments 13
Height 490 mm
Width 630 mm
Depth 190 mm
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