
Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

10/23/2025

Product name Screwdriver 6,5X1,2x150 SLIM 1000V

Product code 8819587

GTIN 4021103177709

ETIM-Class EC000158

Measurements
Length 265 mm

Height 34 mm

Width 34 mm

Weight 134 g

Technical Specifications - Screwdriver for slot head screw
Continuous blade No

Surface treatment blade Other

Surface protection blade Chromium-plated

Blade material Chrome-vanadium steel

With striking cap No

Cap rotatable No

With anti-roll protection Yes

Type of shaft Round

Bulged blade No

Clamp feature No

Antimagnetic No

Low spark model No

Blade width 6,5 mm

Square drive/hexagon drive over the whole blade No

Square drive/hexagon drive None

Grip design 2-components
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Material handle Plastic

Isolation protection 1000 V Yes

Insulated Yes

Model Straight

Total length 245 mm

Blade length 150 mm

Blade thickness 1,2 mm


