
Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

01/29/2026

Product name Line post insulator tilt trunnion clamp Ø6,4-22 incl bolt

Product code 2861250

Product type LPVK

GTIN 7070701358536

ETIM-Class EC003514

Measurements
Length 132 mm

Height 655 mm

Width 132 mm

Weight 5 390 g

Insulator - Dimentions
Section Length 390 mm

Diameter 140 mm

Line fitting vertikal top

Base Fitting bred

Insulator bolt diameter tread m24

Insulator Bolt Diameter 24 mm

Conductor Diameter 6,4-27,9 mm

Number of Sheds 7

Core diameter 38 mm

Insulator - Mechanical data
Specified Cantilever Load SCL 12,5 kN

Reference Cantilever Load RCL 5,5 kN
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Insulator - Electrical specifications
Voltage Level 24 kv

Power Frequency Wet Withstand 50Hz 80

Arc Distance Dry 240

Withstand Voltage - Lightning Impuls 145 kV

Leakage Distance 620 mm

Technical Specifications - Insulator
Insulation Material silikon

Wrench Size 19

Standard 61109

Colour grå


