
Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

01/10/2026

Product name Tape 30 m x 50 mm black

Product code 1831860

Product type 51A

GTIN 7070701010779

ETIM-Class EC000128

Measurements
Length 155 mm

Height 155 mm

Width 50 mm

Weight 840 g

Tape - Properties
Length 30 m

Width 50 mm

Thickness 0.38 mm

Colour sort

Material pvc

UV Resitance Yes

Tensile Strength 7.6kgf/10mm

Elongation at Break 340%

Insulation Resistance 10000m Ω

Break Trough Voltage 11 kV

Lowest Application Temperature -25 °C

Service Operating Temperature -45 til +70 °C

Adhesion to Steel 240 gf/10mm

Bending 220%

Water Absorption 0.3%
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