
Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

04/01/2025

Product name

Product code F���.��.�

GTIN

ETIM-Class

Measurements

Length 3 950 mm

Height 2 200 mm

Width 2 000 mm

Weight 2 700 kg

Hydraulic Puller - Features

Capstans 2 x Ø 1500 mm

Capstans Grooves 8

Hydraulic Puller - Engine

Feeding Diesel

Power 35 hp / 26 kW

Cooling Water

Hydraulic Puller - Pull Preformances

Max Pull 45 kN

Speed at Max Pull 0,8 km/h

Max Speed 5 km/h

Pull at Max Speed 45 kN
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